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APC-3 BRICK TILE
SOLDIER COURSE

APC-5 ACID ETCHED SANDSTONE
FINISHED WDW SILL (BEIGE)

APC-1 BRICK FINISH SEE EXT.
ELEV. FOR LOCATIONS

AS500
12

AS500
17

AS500
10

NOTE:
WHITE PREFINISHED THERMALLY
BROKEN FIXED ALUM WDW. TRIPLE
GLAZED SYSTEM WITH EXTERIOR
FLUSH PANE GLASS. SNAP IN GRID
SYSTEM OR SURFACE APPLIED
MUNTIN. INTERIOR HINGED 1/4"
TEMPERED INBOARD LITE WITH
CUSTODIAL OPERATION. INTEGRAL
BLINDS FIXED AT TOP AND BOTTOM
W/ TILT CONTROL

AS500
20

10"

APC EXTERIOR WALL
PANELS SANDBLASTED
STUCCO FINISHED OR BRICK
TILES WHERE INDICATED
(SHOWN DASHED).

RETURN APC
EXTERIOR
FINISH INTO
OPENING.

2"

WDW TRIM SET
IN BED OF SLNT

WHITE PREFINISHED THERMALLY BROKEN
ALUM. WDW. TRIPLE GLAZED WDW WITH
EXTERIOR FLUSH PANE GLASS. HORIZONTAL
SNAP IN  GRID SYSTEM OR SURFACE
APPLIED MUNTIN. INTERIOR HINGED 1/4"
TEMPERED INBOARD LITE WITH CUSTODIAL
OPERATION. INTEGRAL BLINDS FIXED AT TOP
AND BOTTOM W/ TILT CONTROL

PROVIDE 1" X 3" WD
BLOCKING FOR WDW
FIXING
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Window Details
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1

WDW TYPE W1 ELEVATION -
REV 1

 1 1/2" = 1'-0"AD1-01
2 APC WALL WDW JAMB REV 1
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10"

8"
3/

8"

APC EXTERIOR WALL
PANELS SANDBLASTED
STUCCO FINISHED OR BRICK
TILES WHERE INDICATED
(SHOWN DASHED).

WDW TRIM SET
IN BED OF SLNT

RETURN APC
EXTERIOR  BRICK
TILE SOLDIER
COURSE OR
SANDSTONE
FINISH INTO
OPENING.

2"

PROVIDE 1" X 3" WD
BLOCKING FOR WDW
FIXING

WHITE PREFINISHED THERMALLY BROKEN
ALUM. WDW. TRIPLE GLAZED WDW WITH
EXTERIOR FLUSH PANE GLASS. SNAP IN
GRID SYSTEM OR SURFACE APPLIED
MUNTIN. INTERIOR HINGED 1/4" TEMPERED
INBOARD LITE WITH CUSTODIAL OPERATION.
INTEGRAL BLINDS FIXED AT TOP AND
BOTTOM W/ TILT CONTROL

10"

7 
5/

8"
3/

8"

1"

APC EXTERIOR WALL
PANELS SANDBLASTED
STUCCO FINISHED OR
BRICK TILES WHERE
INDICATED (SHOWN
DASHED).

ACID ETCHED
SANDSTONE FINISHED

WDW SILL

SLNT

2"

WDW TRIM SET
IN BED OF SLNT

1"

PROVIDE 1" X 3" WD
BLOCKING
FOR WDW FIXING

1" DRIP EDGE AT SILL

WHITE PREFINISHED THERMALLY BROKEN ALUM.
WDW. TRIPLE GLAZED WDW WITH EXTERIOR
FLUSH PANE GLASS. SNAP IN GRID SYSTEM OR
SURFACE APPLIED MUNTIN. INTERIOR HINGED 1/4"
TEMPERED INBOARD LITE WITH CUSTODIAL
OPERATION. INTEGRAL BLINDS FIXED AT TOP
AND BOTTOM W/ TILT CONTROL

WHITE PREFINISHED THERMALLY BROKEN
ALUM. WDW. TRIPLE GLAZED WDW WITH

EXTERIOR FLUSH PANE GLASS.
INTERIOR HINGED 1/4" TEMPERED INBOARD

LITE WITH CUSTODIAL OPERATION.
INTEGRAL BLINDS FIXED AT TOP AND

BOTTOM W/ TILT CONTROL

EXTERIOR SNAP-IN
GRID FRAME AND

HORIZONTAL MUNTIN
INDEPENDENT FROM

GLASS
ADHESIVE APPLIED
HORIZONTAL MUNTIN

INTERIOR LITEINTERIOR LITE

EXTERIOR EXTERIORINTERIOR INTERIOR

INSULATED GLASSINSULATED GLASS

INTEGRAL BLINDS

SNAP-IN GRID SYSTEM HORIZONTAL APPLIED MUNTIN

INTEGRAL BLINDS
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2

APC WALL WDW HORIZ MUNTIN
WINDOW MANF. OPTIONS REV 1
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